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Chonus Basket Assembly Instructions
Important: Please review the parts and hardware list below to make sure everything arrived safely.
PARTS LIST
A

Main Front Bracket

1 pc.

B

Back Clamping Bracket

1 pc.

C

Frame

1 pc.

D

6mm Bolts (4 sets of different length)

8 pcs.

E

Chonus Bag

1 pc.

F

Hex Wrench (6mm)

1 pc.

G

Hex Wrench (4mm)

1 pc.

IMPORTANT SAFETY NOTE: TO ENSURE YOUR
BRAKE LEVERS DO NOT INTERFERE WITH THE
MOVEMENT OF YOUR HANDLEBAR, YOU MAY NEED
TO ADJUST THE POSITION OF YOUR BRAKE LEVERS
TO PROVIDE CLEARANCE FOR THE CHONUS BAG.
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ATTACHING BRACKET ASSEMBLY TO BICYCLE
STEP 1 (Figure 1)

B
A

Position Main Front Bracket (A) on the front of the bicycle’s head
tube. In Step 2 you will clamp the Back Clamping Bracket to the
Main Front Bracket.

Head
tube

Top
tube

STEP 2 (Figure 1)
While holding Main Front Bracket (A) in place, position the Back
Clamping Bracket (B) behind the head tube and either above or
below top tube. The curve of the Back Clamping Bracket is
designed to accommodate the curve of the bicycle’s top tube and
head tube.

FIGURE 1

STEP 3 (Figure 2)
Use the 6mm Bolts (D) to fasten Back Clamping Bracket (B) to Main
Front Bracket (A). Make sure Back Clamping Bracket is positioned
behind the bicycle head tube and the Main Front Bracket is
positioned in front of the head tube. The 6mm bolts should pass
through the 2 open holes in the Back Clamping Bracket and into the
threaded holes in the Main Front Bracket. See Figure 2.
IMPORTANT: Using the 6mm hex wrench, alternate tightening each
bolt until both bolts are evenly and fully tightened. If bolts are fully
tightened but clamp still moves even slightly around the head tube,
position one optional spacer between each Bolt and Back Clamping
Bracket and retighten.

B
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NOTE: Supplied are two sets of 6mm bolts (D). Start with the smaller
set, and if they are not long enough to securely clamp the Main Front
Bracket and Back Clamping Bracket together, use the longer bolts.
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STEP 4
Make sure Bracket is positioned straight on head tube and fully
tighten with supplied 6mm Hex Wrench (F),

FIGURE 2
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Chonus Basket Assembly Instructions (cont.)
INSERTING FRAME INTO BRACKET
STEP 1 (Figure 3)

Quick-release levers

Open both quick-release levers on Main Front Bracket (A). The
levers are open when they flip out like the the photo in Figure 3.

STEP 2 (Figure 4)
Insert legs of Frame (C) into receiving holes of Main Front
Bracket. Tips of legs should pass all the way through receiving
holes as shown in Figure 5.

Figure 3

IMPORTANT: If your bike has brake and/or shifting cables, you will
need to position cables so they don’t prevent your handlebars from
rotating fully from side to side when riding. Use trial and error to position
the individual cables either between legs or outside of legs until the
handlebar is free to move fully back and forth. You don’t want to limit
the movement of the handlebars when riding your bike.

STEP 3 (Figure 5)
Once you are sure cables will not prevent the handlebars from
rotating enough from side to side, close both of the
quick-release levers on the Main Front Bracket to lock Frame
into place.

Legs

Figure 4

STEP 4
The position of the metal Frame piece of the Chonus bag can
be adjusted in or out by opening quick-release levers on the
Main Front Bracket and sliding the Frame legs further in or out
of the receiving holes. Then close the quick release levers to
hold the Frame in place.

Close quick-release
levers as shown here.

Figure 5

ATTACHING BAG TO FRAME
NOTE: The Chonus Bag attaches to the frame by folding the
top flap of the bag over the Frame and securing it with the
velcro on the inside of the flap.

Velcro

STEP 5 (Figure 6)
Pull the flap of the top of the Chonus Bag to separate it from
its velcro closure.

STEP 6 (Figure 7)
With the Frame inserted into the Main Front Bracket (see prior
section), hold the Chonus Bag slightly below Frame and fold
the top flap over the front and slides of the frame and secure it
with the velcro on the inside of the bag. NOTE: Make sure the
velcro of top flap is secured evenly all the way around bag to
the prevent bag from coming loose.

Figure 6

STEP 7
Center the bag on the frame by sliding it side to side until it
looks centered.

Figure 7
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Chonus Basket Assembly Instructions (cont.)

ADJUSTING CHONUS BAG OVER THE TIRE
NOTE: YOU WILL NEED TO ENSURE THE BAG RESTS ABOUT 2-3”
ABOVE THE FRONT TIRE AT ALL TIMES OR THE BOTTOM OF BAG
WILL RUB ON THE TIRE.

STEP 8 (Figure 8)
Now with the Frame and inserted into the Main Front Bracket (from prior
section), use the included 4mm hex wrench to loosen the 4mm adjustment
bolts on both ends of the Main Front Bracket enough to be able to rotate
both of the ends freely. You should be able to raise and lower the Frame
and Bag without much force.

4mm Adjustment Bolts

FIGURE 8

STEP 9 (Figure 9)
Now it’s time to make sure the Frame and Bag don’t rub on the tire when
you are carrying something in it. To do that, rotate the Frame and Bag up
enough so that bottom of Bag is at least 2-3 inches above front tire and
retighten the 4mm adjustment bolts to hold the Frame in this position. (Be
careful not to strip the bolts.) You should put some books or other items in
the bag to weigh it down while you do this.

STEP 10
Hand tighten both of the 4mm bolts forcefully to ensure that the Frame and
Bag assembly does not slip downward when there is weight is in Bag.
Push down on the frame with your hands to test.
STEP 11
Now is a good time to test whether the frame is firmly in place. Push the
side of the frame back and forth. If it moves side to side, tighten the 6mm
bolts on the bracket until the frame is firmly in place.

about 3” over tire

FIGURE 9

STEP 12
If you have front brake levers, it is time to make sure the Bag does not
prevent you from turning the handlebars. To do that, turn the handlebars
back and forth to see if the brake levers make contact with the bag
assembly. If they prevent you from turning the handlebars, you will have to
either raise the brake levers and/or lower the Frame and Bag assembly by
loosening the 4mm bolts that you adjusted in Step 9.
If the handlebars are able to turn side to side freely, try it again with your
hands in the riding position to make sure the handlebars turn with your
hands on the brake levers.
This is very important safety precaution since you don’t want the bag
to prevent you from turning while riding.

IMPORTANT NOTE: Keep both 4mm and 6mm hex wrenches in
one of the pockets in case you need to use them to make minor
adjustments on your ride.
And as a reminder, extra bolts left over since we shipped multiple
sets to accommodate your bike’s front head tube.

That’s it! Happy riding and give us a shout if you need help.

